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SIDEWALK TREATMENT AT DRIVEWAYS

Pedestrian Facilities General Notes

1. All slopes shown are maximum allowable. The least possible slope that will still drain properly should be used.

2. The minimum sidewalk width is 4’, unless otherwise regulated. Where the sidewalk is adjacent to back of a barrier curb, the sidewalk
width shall be 6. Where a 4 sidewalk cannot be provided due to site constraints, a minimum 3’ sidewalk with 5' x 5 passing areas
at intervals not to exceed 200 ft is required.

3. Changes in the level of sidewalk should be no more than 1/4”. Changes in level greater than 1/4” but equal to or less than 1/2" may

™ be beveled at a 1:2 maximum slope. Any change of level greater than 1/2” requires a ramp.

CAFE 4. The maximum desirable slope of a curb ramp shall be 7.1% (1:14). Ramp length or grade of approach sidewalks may be adjusted as
directed by the Project Engineer. In alterations, curb ramp slope(s) may be 10% for a maximum rise of 6” or 12.5% for a maximum
rise of 3”. Curb ramps in alterations need not exceed 6’ in length.

PROTECTED 5. Maneuvering space at the bottom of curb ramps shall be a minimum of 4’ x 4’ wholly contained within the crosswalk and wholly outside
W ZONE the parallel vehicular travel path.
=z ”»
Q |0 |[<4_MAX. POST 6. Maximum allowable cross slope on sidewalk and ramp surfaces is 2% desired cross slope is 1.5%.
a PROJECTION
:,qli_l 7. The desirable landing dimensions are 5' x 5 with @ maximum 2% slope in any direction. If a level landing of at least 3' width cannot be
s provided, perpendicular curb ramps should not be used.
B 4" MAX. WALL
o PROJECTION 8. Curb ramps with returned curbs may only be used where pedestrians would not normally walk across the ramp. Otherwise, flared sides
x shall be provided.
[ 9. All concrete surfaces shall receive a light broom finish unless noted otherwise in the plans.
27" 10. Separate curb ramps and landings from adjacent sidewalk and any other elements with premold or board joint of 3/4” unless otherwise
directed by the Project Engineer.
CANE DETECTABLE 11. Tooled joints are required at all sidewalk ramp or driveway slope break lines.
RANGE
m 12. Provide a smooth transition where the curb ramps connect to the street.
/F
E— 13. Ramp textures must include truncated domed surfaces. Textures are required to be detectable underfoot. Surfaces that would allow
PROTECTED ZONE water to accumulate are prohibited. Shaded areas indicate locations of detectable warnings. (Color: light reflective value and texture
o ereulati e o roiecti contrast)
In pedestrian circulation area, maximum 4" projection
for post or wall mounted objects between 27"and 80 14. Note that where sidewalks intersect with streets, detectable warning systems are required at all street crossings.
above the surface.

15. Ramps providing access to buildings shall follow the applicable requirements of the ADA Accessibility Guidelines for Buildings and Facilities
(ADAAG).

16. To serve as a pedestrian refuge areq, raised medians should be a minimum of 6’ wide, 10’ desirable. Medians should be designed to
provide accessible passage over or through them.

17. Small channelization islands, which cannot provide a minimum 5’ x 5' landing at the top of ramps, shall be cut through level with the
surface of the street.

18. On street parking will not be allowed within 20’ of any crosswalks.

19. Drainage structures in close proximity to curb ramps should be located on the upstream side of the ramp.

20. Traffic signal or illumination poles, ground boxes, controller boxes, signs, drainage facilities and other items shall be placed so as not to
obstruct the accessible route.

21. Street grades and cross—slopes shall be as shown elsewhere in the plans; however, parabolic crowns may require adjustment in crosswalk
areas to limit crosswalk grade to 5%.

22. Where existing driveway is in good condition and meets slope requirements, construct only as much as required for satisfactory
connection with new work.

23. Where gravel driveways occur, at least 10’ of the driveway behind the sidewalk should be surfaced to prevent tracking of gravel onto the
sidewalk.

CLEAR GROUND SPACE AT 24. Cross walk dimensions and crosswalk markings shall be as shown elsewhere in the plans. At intersections where crosswalk markings are
not required, ramps shall be aligned with theoretical crosswalks or as directed by the Project Engineer.
PEDESTRIAN PUSH BUTTON g P 9 y ) g

25. Where crosswalks occur, a 24” solid white line shall be placed across all approach lanes to indicate the point behind which vehicles are
to stop. Stop bars shall be placed at a minimum 4’ in advance of a crosswalk.

26. Driveways, sidewalks, and ramps shall be constructed and paid for in accordance with the applicable sections of the Standard
Specifications. The limits of payment for handicap ramps shall include but not be limited to curb transition, detectable warning system,
gutter, landing and base.

MAX. LENGTH OF
OBSTRUCTION MIN. DISTANCE 27. Though the least possible grade should be used to maximize accessibility, where it is structurally impractical to achieve ADA compliance,
2’-0" BETWEEN OBSTRUCTIONS the running slope of sidewalks and crosswalks within the public right—of—way, may follow the grade of the parallel roadway without invoking
CURB | 5-0 OBSTRUCTION variances or landings or handrails. Where a continuous grade greater than 5% must be provided, handrails may be desirable on one or
both sides of the sidewalk to improve accessibility.
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